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BATTERY
This camera uses different batteries than our other 
cameras.  The AC charger/power supply can be 
plugged in (on back just above the battery) at the same 
time there is a battery in the camera.

MEMORY CARDS
SXS memory card slots are on the left rear of the 
camera.  You can switch between them by pressing the 
SLOT SELECT button to the right.  When recording, 
the camera will switch automatically when one is full.  
You can also switch cards while the camera is 
recording, as long as it’s recording to the other card.

To clear the memory card, press MENU … OTHERS 
(bottom) … CLIP … ALL CLIPS DELETE

WATCH OUT:  You can’t clear the memory cards while 
the camera is recording, so clear as many as needed 
in advance.

RECORDING FORMAT
We usually shoot in NTSC HQ 1080/30P.  To change 
the format, press MENU … OTHERS … VIDEO 
FORMAT.

AUDIO
This camera has a built-in stereo microphone as well 
as 2 XLR inputs on the front right of the camera.  For 
each XLR input, you can select LINE (usually a board 
feed, but be sure to ask), MIC (e.g. wireless) & 
MIC+48V (e.g. shotgun on camera).

At the back of the camera to the left are switches for 
INT/EXT and AUTO/MANUAL, as well as a volume nob 
for each channel.  We usually use EXT - MANUAL 
settings.

TURNING THE CAMERA ON
Move the switch on the rear panel at the top right from 
the center to the left - CAMERA.  (Text is getting worn.)

PLAYBACK
Move the switch on the rear panel at the top right from 
the center to the right - MEDIA.  (Text is getting worn.)  
Playback controls are on the top next to the viewfinder.

FOCUS
The Auto/Manual focus button is on the left just behind the 
focus ring and the zoom ring.

WATCH OUT: If you can’t auto focus the camera, it may have 
been put into Full MF Mode.  Move the Focus Ring forward to 
take it out of Full MF Mode.

FULL AUTO
Useful mostly for getting b-roll when moving into a lot of 
different environments quickly.

SHUTTER SPEED
For many purposes, 60 is good.  For dance recitals, 100 will 
give crisper motion.

To set the shutter speed, press MENU … CAMERA SET … 
SHUTTER … SHUTTER SPEED.

GAIN
Gain allows the camera to film in darker settings.  In general, 
the higher the gain the more grain.  For most dance recitals, 
we set gain in the middle.

IRIS
In general, keep the Iris in manual mode most of the time 
unless you find the lighting changes unexpectedly and you 
can’t keep up with it manually.

The Iris switch is on the left side of the camera above the 
focus button behind the focusing and zoom ring.  Move the 
switch to the left for manual and right for auto.  The Iris ring is 
to the right and can be used to adjust the Iris in manual mode.

WHITE BALANCE
For many purposes, pick a white or gray background & zoom 
to fill the frame.  Move the White Balance switch to A or B (left 
side of camera), then press & hold the WHT BAL button at the 
front of the camera under the lens.

ND FILTER
If filming outside, you may need to turn the ND filter switch to 1 
or 2.  The ND filter switch is on the left center.

ZEBRA
The ZEBRA button is on the left side in the middle panel.

https://youtu.be/nhkfapJve4I
http://www.TonalVision.com
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